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§ 195.122 Fabricated branch connec-
tions.

Each pipeline system must be de-
signed so that the addition of any fab-
ricated branch connections will not re-
duce the strength of the pipeline sys-
tem.

§ 195.124 Closures.
Each closure to be installed in a pipe-

line system must comply with the
ASME Boiler and Pressure Vessel Code,
section VIII, Pressure Vessels, Division
1, and must have pressure and tempera-
ture ratings at least equal to those of
the pipe to which the closure is at-
tached.

§ 195.126 Flange connection.
Each component of a flange connec-

tion must be compatible with each
other component and the connection as
a unit must be suitable for the service
in which it is to be used.

§ 195.128 Station piping.
Any pipe to be installed in a station

that is subject to system pressure must
meet the applicable requirements of
this subpart.

§ 195.130 Fabricated assemblies.
Each fabricated assembly to be in-

stalled in a pipeline system must meet
the applicable requirements of this
subpart.

§ 195.132 Above ground breakout
tanks.

Each above ground breakout tank
must be designed to withstand the in-
ternal pressure produced by the hazard-
ous liquid to be stored therein and any
anticipated external loads.

§ 195.134 CPM leak detection.
This section applies to each hazard-

ous liquid pipeline transporting liquid
in single phase (without gas in the liq-
uid). On such systems, each new com-
putational pipeline monitoring (CPM)
leak detection system and each re-
placed component of an existing CPM
system must comply with section 4.2 of

API 1130 in its design and with any
other design criteria addressed in API
1130 for components of the CPM leak
detection system.

[Amdt. 195–62, 63 FR 36376, July 6, 1998]

EFFECTIVE DATE NOTE: By Amdt. 195–62, 63
FR 36376, July 6, 1997, § 195.134 was added, ef-
fective July 6, 1999.

Subpart D—Construction

§ 195.200 Scope.

This subpart prescribes minimum re-
quirements for constructing new pipe-
line systems with steel pipe, and for re-
locating, replacing, or otherwise
changing existing pipeline systems
that are constructed with steel pipe.
However, this subpart does not apply
to the movement of pipe covered by
§ 195.424.

§ 195.202 Compliance with specifica-
tions or standards.

Each pipeline system must be con-
structed in accordance with com-
prehensive written specifications or
standards that are consistent with the
requirements of this part.

§ 195.204 Inspection—general.

Inspection must be provided to en-
sure the installation of pipe or pipeline
systems in accordance with the re-
quirements of this subpart. No person
may be used to perform inspections un-
less that person has been trained and is
qualified in the phase of construction
to be inspected.

[Amdt. 195–22, 46 FR 38360, July 27, 1981, as
amended by Amdt. 195–52, 59 FR 33397, June
28, 1994]

§ 195.206 Material inspection.

No pipe or other component may be
installed in a pipeline system unless it
has been visually inspected at the site
of installation to ensure that it is not
damaged in a manner that could impair
its strength or reduce its service-
ability.
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